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IMS-1000 Series
IMS-1001 - Infrastructure monitoring system for single room applications.

IMS-1002 - Same as IMS-1001 but with phone modem and voice communications.

IMS-4000 Series
IMS-4001 - Host device for Enterprise level Infrastructure Monitoring. 

IMS-4002 - Node device for local or wide area expansion of an IMS-4000 system.

IMS-4301 - PowerGate for switching 8 low current outlets automatically or manually. 

IMS-4302 - PowerGate2 for switching 8 high current outlets automatically or manually. 

IMS Accessories

        IMS Products

Temperature          
IMS-4810

Mounts on wall or any flat 
surface to measure temperature 
in the room.

Temperature w/ Display          
IMS-4811

Wall mount temperature sensor 
with the addition of a local 
temperature display.

Mini Temperature         
IMS-4812

Used to measure temperature in a small 
space, inside cabinets or even directly on 
the surface of a piece of equipment.

Humidity           
IMS-4820

Mounts on a wall to measure 
relative humidity in a room.

Humidity w/ Display              
IMS-4821

Wall mount humidity sensor 
with the addition of a local 
display.

Water Detection 

IMS-4830

Used to detect the presence of water 
on a floor.  Includes 10 feet of water 
sensing rope which can be extended with 
additional 10 foot sections.

Power Failure          
IMS-4840

Additional power failure monitoring 
can be added with one or more of these 
sensors. Actual AC Voltage is measured 
and used for alarming.

15A Current Sensor 100-250 
VAC 50/60Hz, IEC320 C14 
inlet/C13 outlet - IMS-4841

Connects in series  with your servers or 
other network equipment to monitor how 
much current is being used. 

20A Current Sensor, 100-
250VAC 50/60Hz, IEC320 C20 
inlet/C19 Outlet - IMS-4842

Monitors up to 20 Amps of current. 

Dry Contact           
IMS-4850

Allows any dry contact to be interfaced 
with any of the IMS systems.

4-20mA Bridge              

IMS-4851

Allows any 4-20mA analog transducer 
to be interfaced with any of the IMS 
systems.

Magnetic Reed Switch           
IMS-4860

Used to monitor a door to a room, or even 
a cabinet door for unauthorized activity.

Motion Sensor          
IMS-4861

Physical security motion detector to detect 
unauthorized access.

Smoke Detector           
IMS-4862

Detect smoke and/or fire independently 
from your primary fire alarm system.

Axis 206 Network Camera

IMS-4420

Panasonic BL-C10A Network 
camera with pan and tilt 

IMS-4421

Distributed By:SENSAPHONE  
901 Tryens Road  
Aston, PA 19014  
(610) 558-2700  
Fax (610) 558-0222  www.sensaphone.com 

Protected under US Patent 7,009,510


